Addendum 4

St. John the Baptist Parish

DATE: July 20, 2019
ITEM: Sealed Bid — Street Lighting Materials and Supplies
Bid Date: July 24, 2019 2:45 P.M. CDT

The following addendum is hereby made to the Specifications for the Sealed Bid for
Street Lighting Materials and Supplies.

» Please find attached revised part numbers for Section 6, Section 7, Section 10,
Section 11, Section 12, and Section 13

o Attached Cut Sheets for Section 6 and Section 7



8' to 18' Round Tapered 4-Bolt Anchor Base Poles Section 6

All Aluminum alloys shall comply with mutallurgical & mechanical
properties set forth in the Aluminum Association Standards

Vaimont Structures Catalog # 1708-40606T4- (Mounting ) SBF
Height: 18

Top Dia.: 3"

Base Dia.: 7"

Wall Thickness: .188"

Shaft: Tapered Round

Base : 4-Bolt Anchor Base

Fixture Mounting: 3 @ 120°

Satin Brushed Finish

Bolt Pattern: 8 3/4" - 10 1/4 " Bolt Circle

Would Require Order of 3 Poles Minimum to make Freight Allowed
Estimated Qty per year: 20

Price per each $

See Attached Cut Sheet for Mounting Options for Fixtures on this Pole



Section 7

All Aluminum alloys shall comply with mutallurgical & mechanical
properties set forth in the Aluminum Association Standards

Vaimont Structures Catalog #1508-30504T4 (Mounting ) -DBL =
Black

Color: Black

Standard Height: 15'8"
Top Dia.: 3"

Base Dia.: 5"

Wall Thickness: .125"
Base : 4-Bolt Anchor Base

Estimated Qty per year: Six(6)
Price per each S

Would Require Order of 4 Poles Minumum to make freight Allowed

See Attached Cut Sheet for Mounting Options for Fixtures on this pole.



Item Post-Top Area Lights Section 10

McGraw-Edison TRR Traditionaire
Part no. ACN-080-LED-D-U=33-X-1-XGN-4N7-
OA/RA1016

1 Estimated Qty. - 20 per year

Price Per Each S

McGraw-Edison TRR Traditionaire
Part no. TRR -50-LED-E1-5-BK-P-R-OA/1016
2 Estimated Qty. - 25 per year

Price Per Each S

McGraw-Edison TR Traditionaire
Part no. TRR-50-LED-E1-5-BK-P
3  Estimated Qty. - 20 per year
Price Per Each S

Section 10 Total S



Decorative Luminaire Section 11

Cooper Lighting, Streetworks ANE ACORN

Catalog number: ACN-080-LED-D-U-55-X-1-X-
(FINISH)

Lamp Wattage: 250

Ballast: CWA Estimated
Qty. - 20 per year

Price Per Each S



_Item LED Roadway Lighting Section 12

GE Lighting, Evolve LED Roadway Lighting

1 Catalog no. ERL1009C340AGRAYIRX OR
EQUAL
Estimated Qty: 60 per year
Price Per Each S
5 GE Lighting, Evolve LED Roadway Lighting

Catalog no.ERL1IHO9C340AGRAYIRX OR
EQUAL
Estimated Qty: 20 per year

Price Per Each S

SECTION 12 TOTAL S

Would Require Minimum 5 Poles for Freight Allowance



item High Lumen Industrial LED Lamps Section 13

1  SATCO Products Part number $29392
OR EQUAL

36 W/LED/HID/5000K/E26

36 Watts, 100-277 Volts,CRI: 80+,

Base Type: Medium, CCT: 5000K,
Lumens:4320 M.O.L.(in.): 9.3, Life/Hours:
40,000

Estimated Qty: 300 per year

Price Per Each )

SATCO Products Part number S29396
OR EQUAL

100 W/LED/HID/5000K/E39

100 Watts, 100-277 Volts, CRI: 80+,
Base Type: Mogul, CCT: 5000K,
Lumens: 12000, M.O.L.(in.): 11.3,
Life/Hours: 40,000

Estimated Qty: 400 per year

Price Per Each S

SECTION 13 TOTAL S



18' to 25' ROUND TAPERED ALUMINUM V
4-Bolt Anchor Base valmont
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STRUCTURES
Job Name: »5/. &W / ’é',‘i'é“/”? 0"’,.': } Client Name:
Job Location - City: State: i Created By: Date:
Product: Quote: E Custamer Approval: Date:
PO BASE P Anchor Base Detail
BA A EO R
a]s! DIA QUAR DIA 00 PRO 0 180°
1500170425 18,63 1[1.0.88 ] 961 ] 0:830 | 0.5 % 17.00%2.00" 1} T 1 328 )
X 500 | 0.156 | 863 | 086 961 0630 | 0.75x17.00x3.00 3.25
~ 00_ (0188 | B85 | 038 | 981 10630, 0.95x1700%300 . 925
> 00 { 615 | 9.50 | 0.5 | 10.32 | 0.630 013x1700xaoo 330
- 600 | 0186 | 950 | 076 | 1032 [0B0} 07Bx1500X3.00 | 7 350
o 700 | 0156 | 1056 | 043 | 1 0.750 | 1.0 36.00x 4.00 173
i "800 | 0,156 | 11.63 | D37 | 12,05 |0.750 ] t00X3600%400 | | 4d3]
o 800 | 0.188 | 1163 | 0G.37 [ 12 [ 1,00 x 26.00 x 4.00 313
o 0. 70956 | 1325 | 0.15 1248 | 1.250 ] 1,00 X 36,00 X 4,00, 4.3
=
> T
= - Handhole
)
=8l | OAD AND DIMENSIONAL DATA | S
=
m D
QD
w
(¢}
P 8]
65 100:0[ 4.4 00 {73 00
: 8.6 400 | 6.0 7100 100
sgor 30T ] TH00 T 7 100 00
184 | 100 1 i [ 21007
(189 | 100 | 14 100 100
242 1 150 17. 50 150,
] 100 |3 100, 100
70 100 3, 00 %
. 8.8 100 6. 7
200 12.7 | 100 5. 00 00
158 160 14 100 00
T 205 T80 | 154 150
83 1700 [ €5 [ 100 00 ]
P T B 1 g % T
Lhe [0 150 A% i i
27. T 1 g% i ﬁ.a iﬁ TP el i 53 1
299 | 150 | 223 | 180 | 50 97T
7.8 100 £5] 100 3. 00 74 +300840805 T4
0 100 63 1 L 00 25 240840606714 _|
25.00 3 %0 FI T f 50 85 24084070514
b 194 150 142 150 0.8 50 .5 ! X .50 96 24084580514
242 50 17.8 150 137 150 108 ; X 4.50 | 113 23084580614
26. 150 6.4 150 15.0 130 118 ) 350 107 24084590574
1. EPA represents the Effective Projected Area of each luminaire Deslgns are I]mﬂedlotop mountor id nt bumni \ from sizes above are avallable upon inquiry at the factory.
Satisfactory performance of poles is dependent upon the pole baing prop: d 1o a supporting fi ion of adi design.

2. Structure weight is a nominal value which Indudes the pole shaft and base pla(e
+ Pole Includes factory installed vibrat

1Mo doLole T4 DBL _ .
R = Round I Orill Mountlng g&ll{‘estx'h Powdar A;&dizg Natural See Accessories at
=1 Lumi = ite = Clear Na ! tstruct: .
17083050474 22084580674 g; ; @ 180° DSS = Sandslone 311 = Light Bronze* :/a mor;s ;:mrez::m
170830505T4 22084590574 | 272 2 5. |{|"BR = Burgundy 312 = Medium Bronze- | LEi22se Specly wih Code)
170830506T4  +240840605T4] 03 =3 @ 126 HG = Hunter Green || 313 = Dark Bronze*
170840605T4  240840606T4f (D4 =4 @ 807 DNA = Natural Aluminum{| 335 = Black®
-Wﬂ. o228 DCG = Charcoal Gray  |lpyranadic Anodize
170 05T4  240845805T4} (D6 =3 @ 90° DMB = Medium Bronze
100830504T4 24084580674} |7enon Mounting SBN = Sanded Brown

18083050574  240845905T4 Z » .| || DNB = New Dark Bronze. Brush_ed )
190830506T4 P2 = 2.38" 0D x 4.00 DDB = Dark Bronze SBF = Satin Brushed

P3 = 3.50" 0D x 6.00" =
Tosioe0ere P4 = 4.00" 0D x6.00" | S = Sanded Black
19084070574 PS5 = 288" 0D x4.00" [DSE = SiaslBive
22084060574 P7 =2.38° OD x 5.00°| |DTG = Dark Green
3%%3?82?1 PQ =238 D x 1200° nsg = Red e
PD =3,00" 0D x3.00°7 || SC = Specia or
g -- = Plain Top (Contact Factory!
P9 = Qther Tenon A TRV -
(Contoci Factory)

VALMONT INDUSTRIES, INC. 28800 DA STREET, PO BOX 458 - VALLEY, NE 68064 USA 800.825.6668 VALMONTSTRUCTURES.COM

pec

information and supersedes these guidelines.

SPC7539 08/12 valmor;t'Struqures.com carries the most current s
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8'to 16' ROUND TAPERED ALUMINUM
4-Bolt Anchor Base

vaimont~

Job Location - City:

Product:

STRUCTURES
Job Name: 5—7" JBA"/ 5@" ‘C,é 4/9)/‘,‘ 4“' & g Client Name:
State: g Created By: Date:
Quote: : Customer Approval: Date:

ANCHORAGE DATA

POLE BASE PLATE

o
IR

Anchor Base Detail

BASE WALL LT CIRCLE 180°
ap THK T ISQUARE | THK 1
(18) (IN) Ny (IN) (INY (IN} Bolt Slots/Holes
] §00.125 10780 0] 0757 [ 894 }0.630°) 1 0.75%117.00%3.007 {1 1325y
i . 863 | 080 | 661 |04830] 0.75x17.00x3.00 3.25 WA | Bolt Circle
500 | 0.156. | B8.63 | 038 967 0.630 | - 0./5X17.00X3.00 325 | NA ]
—500 | 0.188 | 8.63 038 967 |0.630] 0.75%17.00%3.00 3.25 WA :
600 | 0.156 | 950 | 075 | 1032 [0630] 0.75x17.00X3.00 7. | 350 . | NA | o 3 °
600 | 0.186 | 950 | 0.75 1032 | 0.630 | 0.75x 17.00%x 3.00 350 NiA 270°-- 90
0° - Handhole
D 8] o PG D O
= -
(0]
0 = B B 0 B
X T Y e Y T 76
wo 8t 75 [0 75 48 7! 75
16.4 7 123 7 95 7 75
iyt B a8 | 35 i ROy -
desith 98 T4 75 75
5| 124 85 | 75 T8
100 | 14.8 700 | 114 | 100 7900
5 35 75 24 75 75
g 108 5 78 75 3 75 75
= 13.7 7 10.0 75 75 75 75
16¢ 100 124 100 2 0 160
a8 ] LTS 24 75 - IO - B
85 1 75 g-- S'i‘ 15 (75
g O T X R T 7 R T 75
80 T 00 96 ] 400 | 72 i& : 300"
jE- B 300

1. EPArepresents the Effective Projected Area of each luminaire. Designs are limited to top mount or side-mount luminaires. Variations from sizes above are availabie upon inquiry at the factery.
Satisfactory performance of poles is dependent upon the pole being properly attached to a supporting foundation of adequate design.
2. Structure weight is a nominal value which includes the pole shaft and base plate

- PRODUCT ORDERING CODES

| sone susaza |
- ]
07083040474 Dritl Mounting | Polyester l.’owder Anodized See Accessories at
g%wT4 D1 = 1 Luminaire | DD‘g/g‘= ‘ém:?t §¢n = Eigle:tr;lamml valmontstructures.com
T4 - 180° | = Sandstone = ronze® i ity wh
11083040474 | |oe 2 §g || 8R = Burgundy 312 = Medium Bronze~ | (1525 Spechy win Code)
11083050474 D4 =4@90° | HG = Hunter Green 313 = Dark Bronze*
110830505T4 =4@90 DNA = Natural Aluminum|| 335 = Black*
110830506T4 05=2@¢0° DCG = Charcoal Gray | [*Duranodic Anodize
13083040474 D6=3 @S0 ’ DMB = Medium Bronze
:308%28;;4 Tenon Mounting | ggg = gandgd:rgwn arushed
308 4 =2.38" 4, = New Dark Bronze = &t
13083050674 P2=238" ODX4.007 |\ n - Dark Bronze  H-SBE = Satin Brushed
15083040474 P3=3.50" 0D x 6.00° | qnir - Qannond Rinck
4 14 P4 = 4.00" OD x 6,00
3050574 P2 2'88: oo x4.00:| USB = dleer piue
1508305064 P7=2.38"0Dx5.00° |DTG = Dark Green
15084060574 PQ = 238" 0D x 1200"| |DBR = Red
15084060674 PD =3,00"0Dx3.00° | SC = Special Color

-~ = Plain Top (Conmct Factory)
P9 = Other Tenon
{Contact Factory)

VALMONT INDUSTRIES, INC. 28800 IDA STREET, PO BOX 358 - VALLEY, NE 68064 USA 800.825.6668 VALMONTSTRUCTURES.COM

SPC7537 11/12 valmontstructures.com carries the most current s

pec

information and supersedes lhese guidelines.
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S29392

36W/LED/HID/5000K/100-277V/IE26
36 watt - LED HID Replacement; 5000K; Medium base; 100-
277 volts

Features

¢ High Lumen Omni-directional LED for Industrial / Commercial
applications

Replaces HID, CFL, and Incandescent
Ballast by-pass - Direct wire only 100V - 277V
UL approved for totally enclosed fixtures

Wet location rated

For outdoor & indoor use

Base up, base down or horizontal operation
Emits no UV light / Contains no mercury (Hg)
5 year limited warranty

cULus listed

Additional Technical Specifications

o Power Factor >0.9

¢ Operating temperature range -20°C to 65°C
s Operating Frequency 50-60Hz

« Working Voltage AC90-305V

Minimum Compartment Size
Length Width Depth
17.3 inch 9.25 inch 9.25 inch

Optional Accessories
o In-line surge protector 80-929
o Mog to med socket reducer (rated up to 250V) 92-406

Proguctsy R O U
Line. . | : . Valtage

. Watts

Opé'réting'
Frequency,

" Incandescent

529392

- Fluorescent'

Equivalent. /= Equivalent:

'§29392°  Hi-Pro 045023293924  100-277 | 36 50/60Hz

ANST

HlD_EqunvaIgnt_ Base Base . .Lamp.C.ode i

150W' ° Medium ' £26 | 36W/LED/HID/S000K/100-277V/E26

Dimmabie/Non-

Dimmable

ity L

Inches
Non-Dimmable ~ Wnite ~ 9-1/4"

MoDln
Inches

3.69"

'_lnltlal_Lumens THours . LT

Average Rated Kelvin® @ = Color CRI Beam Spread

Deg

Operating Temperature

Pack ¢




S29396

100W/LED/HID/5000K/100-277VIEX39
100 watt - LED HID Replacement; 5000K; Mogul extended
base; 100-277 volts

Features

High Lumen Omni-directional LED for Industrial / Commercial
applications

Replaces HID, CFL, and Incandescent

Ballast by-pass - Direct wire only 100V - 277V

UL approved for totally enclosed fixtures

IP65 rated

For outdoor & indoor use

DLC Listed

Base up or base down operation (high/low bay and post top)
Emits no UV light / Contains no mercury (Hg)

Built-in surge protection - 5KV

5 year limited warranty

Classified under UL 1598C

Safety chain included

Additional Technical Specifications

o e @

Power Factor >0.9

Operating temperature range -20°C o 65°C
Operating Frequency 50-60Hz

Working Voltage AC90-305V

Built in surge protection

Minimum Compartment Size

Length Width Depth

17.3 inch 9.25 inch 9.25 inch

Optional accessory: In-line surge protector 80-929

Filttem ' Product
~Number.. - Line .

: e S T inputels T
URC . Voltage. .Watts

"Operating
Ereguency

529396

" Incandescent
Equivalent

50/60Hz | S500W

Fluorescent "
Equivalent! |/«
150W

: Equivalent

'S29396  Hi-Pro 045923093968 = 100-277 100

0N Lamp Code

Dimmable/Non-
Dimmable

Finish

L MOLIn

Inches. |

MOD In
Inches .




