SPECIFICATIONS

FOR

PLASTIC & CORRUGATED METAL CULVERTS
SCOPE:

St. John the Baptist Parish Department of Public Works proposes to receive bids on round corrugated polyethylene pipe and round and arched asphalt coated corrugated galvanized pipe for drainage purposes to be delivered to the Central Warehouse at 1801 West Airline Hwy. in LaPlace, LA. on an as needed basis.
MATERIAL:

A.  Polyethylene Double Wall Plastic Pipe:

All culverts shall meet all the requirements as set forth in the latest edition of the Louisiana Department of Transportation and Development Standard Specification for Public Works.  All pipe and fittings shall be manufactured and tested in accordance with the following American Society for Testing Material (ASTM) and American Association of State Highway and Transportation Officials (AASHTO) Standards: ASTM 405; ASTM F 667; ASTM 2321; ASTMD 1248; AASHTO M 252; AASHTO M 294.  The polyethylene pipe shall be made of virgin polyethylene compounds which conform to the requirements of Type III and IV as described in ASTM D 1248 and shall be manufactured with high density polyethylene resins resistant to chemical attack and corrosion.  The polyethylene pipe shall be a double wall conduit with a smooth interior wall and corrugated exterior wall for strength.  The pipe lengths shall be connected by interlocking polyethylene corrugated split couplings which conform to the corrugation of the pipe in use.
B.  Corrugated Metal Pipe (Galvanized & Coated):

This specification covers galvanized corrugated round and arched steel pipe for the purpose of conveying storm water.  The pipe shall be made from zinc coated iron or steel sheets which shall conform to ASTM Designation A 444 and/or AASHTO M 218.  The gauge thickness of the metal shall be designated on the bid form for each pipe size.  Both round and arched pipe shall be fabricated with annular corrugations in riveted or resistance spot welded lap construction and a continuous lock or welded seam.  

The corrugations shall form smooth continuous curves and tangents.  The radius of curvature of any corrugation profile shall be at least one-half the depth of the corrugation.  The corrugations shall be either annular or helical.  The direction of the crests and valleys of the helical corrugations shall not be less than 50 degrees from the longitudinal axis of the pipe.  The average inside diameter of a circular pipe and pipe-arch equivalents shall not vary more than 1 percent or ½ inch, whichever is greater from the nominal diameter when measured in the inside crest of the corrugations.  Corrugation depth shall conform to the applicable requirements of paragraph 13.1 of ASTM A 444 when measured on the outside, parallel to the axis of the pipe.

The corrugated metal pipe shall be uniformly Bituminous Asphalt coated on the inside and outside surfaces of the pipe to a minimum thickness of 0.05-inch, measured on the crest of the corrugations.  The bituminous material shall be 99.5% soluble in Carbon Disulphide.  The Asphalt Cement shall adhere to the metal tenaciously and shall meet all the required shock, impact and flow test as standard to the National Corrugated Steel Pipe Association (NCSPA).

Pipe ends shall be connected by corrugated coupling bands that are of the same corrugation and interlock each joint.  All coupling bands shall be bituminous coated as specified for the pipe.

C.  PVC Plastic Storm Sewer Pipe (Double Wall):

This specification covers the material, manufacturing jointing and installation of PVC plastic storm sewer/drainage pipe.  The PVC shall meet all the requirements set forth in the LA Dept. of Transportation and Development Standard Specification for Public Works and LADOTD QPL 66. 
The thermoplastic material shall be rigid PVC (polyvinyl chloride) plastic meeting or exceeding the requirements of ASTM specification D 1784 for a minimum cell classification of 124548B.

The PVC plastic storm sewer pipe shall be double wall with a smooth interior wall and a ribbed outer wall.

The PVC thermoplastic storm sewer pipe shall be manufactured in strict accordance with ASTM F949 with a minimum pipe stiffness of 46 psi.
All PVC plastic storm sewer pipe shall be supplied with gasket joints meeting the water tightness performance requirements of ASTM D3212 and/or soil tightness performance requirements of AASHTO Design Manual Section 23.3.1.  Gasket material shall conform to ASTM 0F477. 
GENERAL CONDITIONS:

A. All prices are to be based per linear foot of pipe and per coupling band delivered to the St. John the Baptist Public Works Department at 1801 West Airline Highway in LaPlace, La.


1.  Prices quoted must be firm for twelve (12) month period.  Bidders must be capable of 

     making deliveries within seven (7) calendar days after receiving an authorized order               

     with a purchase order number.  The minimum order to be delivered shall not be less 

     than $2,500.00 in value.

2.  No taxes should be included in the Bid Prices as quoted on the bid form.

3.  Payment will be made within thirty days from receipt of a valid invoice with 

     corresponding purchase order number or numbers indicated on the invoice for each

     purchase.

4.  All bids must be sealed, marked “Bid for 2015 CULVERTS” and addressed or delivered 
     to the Receptionist at the Parish President’s office, Percy Hebert Building, 1801 W. Airline

     Highway, LaPlace, La. prior to 2:45 PM on October 28, 2014. A $500 bid bond or certified  
     check must be submitted with the bid package.
BID PROPOSAL PRICING
ROUND PLASTIC (PE) CULVERTS

(SMOOTH WALL INTERIOR)

DIAMETER


PRICE/FOOT


PRICE PER BAND
12- INCH


$_________________

$________________

15- INCH


$_________________

$________________
18- INCH


$_________________

$________________
24- INCH


$_________________

$________________            30- INCH


$_________________

$________________

36- INCH
                        $_________________

$________________      







TOTAL

$__________________

GALVANIZED BITUMINOUS COATED PIPE

ROUND WITH APPLICABLE CORRUGATION

DIAMETER

GAUGE
CORRUGATION
    PRICE/FT.
   PRICE PER BAND
12- INCH

16

2-2/3” X 1/2”

$__________
$________________

15- INCH 

16

2-2/3” X 1/2”

$__________
$________________

18- INCH

16

2-2/3” X 1/2”

$__________
$________________

18- INCH

14

2-2/3” X 1/2”

$__________
$________________

24- INCH

14

2-2/3” X 1/2”

$__________
$________________

30- INCH

14

2-2/3” X 1/2”

$__________
$________________

36- INCH

14

2-2/3” X 1/2”

$__________
$________________

42- INCH

14

2-2/3” X 1/2”

$__________
$________________

48- INCH

14

2-2/3” X 1/2”

$__________
$________________

48- INCH

12

2-2/3” X 1/2”

$__________
$________________

54- INCH

14

2-2/3” X 1/2”

$__________
$________________  54- INCH

12

2-2/3” X 1/2”

$__________
$________________

60- INCH

14

3” X 1”

$__________
$________________

60- INCH

12

3” X 1”

$__________
$________________

66- INCH

14

3” X 1”

$__________
$________________

66- INCH

12

3” X 1”

$__________
$________________
72- INCH

14

3” X 1”

$__________
$________________

72- INCH

12

3” X 1”

$__________
$________________
GALVANIZED BITUMINOUS COATED PIPE

ARCHED

ARCHED 
DIA. EQ.
GAUGE
CORRUGATION
    PRICE/FT.
   PRICE PER BAND
17” X 13”
15”

16

2-2/3 X 1/2”

$__________
$________________

21” X 25”
18”

16

2-2/3 X 1/2”

$__________
$________________

21” X 15”
18”

14

2-2/3 X 1/2”

$__________
$________________
28” X 20” 
24”

14

2-2/3 X 1/2”

$__________
$________________
35” X 24”
30”

14

2-2/3 X 1/2”

$__________
$________________

42” X 29”
36”

14

2-2/3 X 1/2”

$__________
$________________

49” X 33”
42”

14

2-2/3 X 1/2”

$__________
$________________

57” X 38”
48”

12

2-2/3 X 1/2”

$__________
$________________

60” X 46”
54”

12

2-2/3 X 1/2”

$__________
$________________

66” X 51”
60”

14

3” X 1”

$__________
$________________

73” X 55”
66”

14

3” X 1”

$__________
$________________

81” X 59”
72”

14

3” X 1”

$__________
$________________
FABRICATION COST ONLY FOR CMP

15” TEE RISER

$_____________________

18” TEE RISER

$_____________________

24” TEE RISER

$_____________________

30” TEE RISER

$_____________________

36” TEE RISER

$_____________________
 TOTAL

$________________

ROUND PLASTIC (PVC) CULVERTS

(SMOOTH WALL INTERIOR)

DIAMETER


    PRICE / FOOT



12- INCH


$_______________


                                                              15- INCH


$_______________




18- INCH


$_______________


                                                                        24- INCH


$_______________




30- INCH


$_______________












TOTAL

$__________________

The bidder agrees that this bid shall be good and may not be withdrawn for a period of thirty (30) calendar days after the scheduled closing time for receiving bids.
The bidder will furnish a $500 bid bond or certified check with the bid package.  This money will be returned, upon award of the bid, to all unsuccessful bidders and to the successful bidder upon completion of the contract.
The undersigned has carefully checked his figures comprising the above bid and understands that the owner will not be responsible for any errors or omissions on the part of the undersigned in preparing this bid.
The undersigned has read and agrees to the specifications and all of the terms and conditions stipulated in this bid document.
Supplier: ________________________________    Address:  __________________________________

________________________________________   City, State _________________________________

Print Name
________________________________________    Phone # ___________________________________

Signature
Fax #     ___________________________________
