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SEWER MAINLINE REHABILITATION TABLE

PIPE DATA POINT REPAIR CiPP NTAINHE SERTICE LINE
(LF.) (IN) DEPTH (L.F.) CODE SURFACE COVER TYPE BEGINNING BEGIN END (LF) DESCRIPTION BEGIN END |OBSTRUCTIONS| TOP HATS REPAIR
MANHOLE
E. 27th St. R-32-14 R-32-29A 364.0 8 9.2 0 Asphalt VCP CIP 201.8 199.0 205.0 6.0 Defective service line tap 1
E. 27th St. R-45-35 R-45-34 319.3 8 4.1 A Asphalt VCP 110.6 107.0 113.0 6.0 0.0 319.3 2
E. 27th St. R-45-31 R-45-30 381.0 8 7.2 B Asphalt VCP 250.1 247.0 253.0 6.0 Defective service line tap 1
E..27th Sk R-45-31 R-45-30 381.0 8 7.2 B Asphalt VCP 0.0 381.0
E. 27th St. R-45-32 R-45-31 376.0 8 6.2 B Asphalt VCP 136.0 133.0 141.0 8.0 Defective service line tap 1
E. 27th St. R-45-34 R-45-33 374.5 8 4,5 A Asphalt VCP 130.3 120.0 135.0 15.0 Broken pipe 1
E. 27th St. R-45-30 R-45-29 375.3 8 10.3 D Asphalt VCP 16.9 13.9 19.9 6.0 Defective service line tap
E. 27th St. R-45-30 R-45-29 375.3 8 10.3 D Asphalt VCP 372.5 369.3 375.3 6.0 Blockage in drop connection
E. 27th St R-45-30 R-45-29 375.3 8 10.3 D Asphalt VCP 0.0 375.4 2
E. 27th St. R-32-29A R-45-29 366.4 8 10.2 D Asphalt VCP CIP 167.0 164.0 172.0 8.0 |Service tap break/Infil Weeper 2
E. 27th 5t R-32-29A R-45-29 366.4 8 10.2 D Asphalt VCP CIP 203.6 200.6 206.6 6.0 Infil Runner 3
E. 27th St. R-32-29A R-45-29 366.4 8 10.2 D Asphalt VCP CIP 236.7 233.7 239.7 6.0 Blockage in service line 1
E. 28th St. R-45-40 R-45-39 383.5 8 6.0 A Asphalt VCP 199.7 197.0 201.0 6.0 Defective service line tap 1
Metal pipe through clean out.
E. 28th St. R-45-37 R-45-44 146.0 8 88 c Asphalt veP 78.7 76.0 8.0 | 6.0 Pigsyagaprf::e'f%‘:l;:gf‘:ge 1
Bk see if pipe can be removed.
E. 28th St. R-45-44 R-45-37 146.0 8 838 C Asphalt vep 6.2 0.0 100 | 100 '-argcecﬁsggyoi‘;”gz‘;ﬁfr w© 1
E. 29th St. R-45-49 R-45-48 348.7 8 53 A Asphalt VCP 0.0 348.7 2
E. 29th St. R-45-50 R-45-49 247.0 8 4.4 A Asphalt VCP 155.3 152.0 158.0 6.0 Defective service line tap it
E. 30th St. R-45-51 R-45-44C 204.3 8 5.6 A Grass/Dirt VCP 147.0 144.0 150.0 6.0 Broken Pipe
E. 30th St. R-45-51 R-45-44C 204.3 8 5.6 A Grass/Dirt VCP 193.5 192.3 204.3 12.0 [Large Offset (Old Point Repair) 1
E. 30th St. R-45-51 R-45-44C 204.3 8 5.6 A Grass/Dirt VCP 0.0 204.3
Farlough Dr. R-45-36 R-45-29 182.3 8 10.2 D Asphalt VCP 0.0 182.3
Farlough Dr. R-45-42 R-45-36 150.1 8 10.6 D Asphalt VCP 0.0 150.1 1
Firehouse Ln. R-30-44 R-30-51 382.5 8 11.8 D Asphalt VCP CIP 293.5 285.0 301.0 16.0 Sag
Gemini Dr. R-30-12 R-30-13 359.0 8 10.3 D Grass VCP 0.0 6.0
Gemini Dr. R-30-11 R-30-12 356.2 8 10.3 D Concrete VCP CIP 229.0 226.0 232.0 6.0 Infil Runner 1
Gemini Dr. R-30-14 R-30-26 146.7 8 12,3 E Concrete VCP 0.0 147.0 1
Gray Ct. R-45-14 R-45-13 84.4 10 13.0 = Asphalt VvCP 8.5 0.0 12.0 12.0 Sag 1
Gray Ct. R-45-14 R-45-13 84.4 10 13.0 E Asphalt VCP 0.0 84.4
Hart Dr. R-30-67 R-30-65 153.9 8 7.9 B Asphalt VCP 112.8 109.0 115.0 6.0 Infil Weeper
Lapevrolerie R-43-23 R-43-22 251.6 8 3.9 A Asphalt VCP 152.1 149.0 155.0 6.0 Defective service line tap 1
Marmillion LP R-30-48 R-30-49 226.1 8 6.2 B Asphalt VCP 0.0 226.1 2 3
Marmillion LP R-43-3 R-43-4 239.0 8 5.4 A Asphalt VCP 0.0 239.0 2 2
Marmillion LP R-43-4 R-43-5 249.6 8 5.9 A Asphalt VCP 5l 0.0 8.0 8.0 Crack/Infil Weeper at Service 1
Melius Dr. R-32-1 R-32-2 240.7 8 5.6 A Asphalt PVC 220.0 210.0 230.0 20.0 Sag
Melius Dr. R-32-3 R-32-4 280.0 8 7.2 B Asphalt PVC 151.3 147.0 155.0 8.0 Defective service line tap 2
Melius Dr. R-32-5 R-32-6 412.3 8 8.5 c Asphalt PVC 57.0 47.0 67.0 20.0 Sag 2
Melius Dr. R-32-5 R-32-6 412.3_ 8 8.5 “C Asphalt PVC 349.0 346.0 352.0 6.0 Infil Weeper in Service Tap |
Mercury Ln. R-30-18 R-30-14 180.3 8 8.4 C Concrete VCP 77.3 74.0 80.0 6.0 Infill Weeper 1
NW 12th St. R-30-30 R-30-29 346.7 8 5.0 A Asphalt VCP 143.3 140.0 146.0 6.0 Infil Runner 1
NW 12th St. R-30-29 R-30-28 362.0 8 5.3 A Asphalt VCP 306.3 303.0 309.0 6.0 Infil Runner 1
NW 13th St R-30-24 R-30-23 397.0 8 10.0 c Asphalt VCP CIP 7.4 0.0 10.0 10.0 Infil Weeper/Crack in pipe 1
NW 13th St. R-30-24 R-30-23 397.0 8 10.0 C Asphalt VCP CIP 324.5 321.0 327.0 6.0 Defective service line tap 1
NW 13th St. R-30-21 R-30-20 235.0 8 10.6 D Asphalt VCP 4.5 0.0 6.0 6.0 Infill Runner 1
NW 13th St. R-30-21 R-30-20 235.0 8 10.6 D Asphalt VCP 62.1 59.0 65.0 6.0 Defective service line tap n
NW 15th St. R-30-2 R-30-1 341.8 8 8.1 € Gravel PVC 197.9 195.0 201.0 6.0 Infil Weeper 1
Railroad Ave. R-30-24 R-30-25 55.2 8 10.0 C Asphalt Lined Conc. 0.0 55.2 4
Railroad Ave. R-30-4 R-30-25 256.4 8 10.0 c Asphalt VCP 2.6 0.0 6.0 6.0 Infil Weeper 1
Rosenwald St. R-30-7 R-30-8 401.1 8 6.0 A Concrete VCP 146.4 143.0 149.0 6.0 Offset Service Line 1
Rosenwald St. R-30-7 R-30-8 401.1 8 6.0 A Concrete VCP 176.7 170.0 184.0 14.0 Sag
Rosenwald St. R-30-7 R-30-8 401.1 8 6.0 A Concrete VCP 277.8 274.0 280.0 6.0 Infil Weeper 1
Rosenwald St. R-30-7 R-30-8 401.1 8 6.0 A Concrete VCP 319.5 317.0 323.0 6.0 Offset Service Line 1
Rosenwald St. R-30-8 R-30-9 370.4 8 6.0 A Concrete VCP 1.0 0.0 10.0 10.0 Infil Weeper/Liner Failure 1
Rosenwald St. R-30-8 R-30-9 370.4 8 6.0 A Concrete VvCP 241.0 238.0 244.0 6.0 Infil Weeper at service line
Rosenwald St. R-30-8 R-30-9 370.4 8 6.0 A Concrete VCP 340.8 338.4 370.4 32.0 Infil Weepers/Sag 1 1
Star Terrace Dr. R-30-15 R-30-16 276.2 8 4.7 A Concrete VCP CIP 124.1 121.0 129.0 8.0 Offset Service Lines 2
Star Terrace Dr. R-30-15 R-30-16 276.2 8 4.7 A Concrete VCP CIP 224.1 221.0 229.0 8.0 Defective service line tap 2
Star Terrace Dr. R-30-17 R-30-19 304.5 8 7.0 B Concrete VCP CIP 237.0 233.0 243.0 10.0 Defective service line taps 2
Sweet Lorraine R-45-1 R-44-110 230.5 10 13.3 E Asphalt VCP 0.0 230.5
Terrance St. R-30-64 R-30-63 344.1 8 9.3 C Asphalt VCP 0.0 344.1 4 4
Toni St. R-30-76 R-30-75 399.4 8 6.2 B Asphalt VCP 0.0 6.0
UTILITY WARNING
The Contractor is advised that existing overhead and underground utilities
such as (but not limited to) electrical lines and poles, telephone cable,
gas lines, water lines, and sanitary sewers exist in the rights—of-way
where the proposed improvements are to be installed, all in accordance
with the provisions of R.S. 38:2223. It shall be the Contractor’s
responsibility to protect these existing utilities during the construction of
the work to be installed under this Contract and any damage to the
existing utilities caused by the negligent acts of the Contractor shall be
repaired by the Contractor at his expense. The Contractor shall contact
Louisiana One (1) Call (1-800-272-3020) a minimum of 48 hours prior
to beginning construction in the work area.
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